emco Design

Bespoke design solutions

Designing clean entrances. Emtn



emco INOX®

Your personal message
in the entran.ce f A _ ol




emco INOX® LINEO

The high-quality, laser-cut stainless-steel profile comes in three heights — 12,17 and 22mm
—and is permanently integrated into the entrance mat system. It consists of two sheets of
metal connected to each other —the lower sheet can be coloured. For DIPLOMAT Premium
and DIPLOMAT Original.

min. /

Material: Clearance (lasered area):
Chromium-nickel steel (V2A) max.10 mm

Font, implementation & colouring

Fonts and logos are required for clean realisation as graphics (drawing paths). For technical reasons, bars are added by
us, for stabilisation. If no customised font is required, the standard font ARIAL is used.

Illustrations in this brochure show lettering in customised special formats.

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz 123456789

Standardcolour for emco INOX®LINEO

RAL 3020 RAL 9005
Traffic red Jet black

You can find out more about our
stainless steel profiles in the video here.




emco MAXIMUS IMAGE

The insert for a consistently
harmonious look

Turn your entrance mat into an interior-design element with the wow effect. Because
it can be individually printed, the emco MAXIMUS IMAGE insert allows you to perfectly
match your entrance mat to the décor of the room. Patterns from wallpapers, pictures
or room elements can be transferred 1:1 to the mat and continued or incorporated. In
this way, the architecture’s signature design can be carried right through to the entrance
mat. A full-surface clean-off mat can receive the same treatment, too, for an all-round
harmonious room design that also satisfies the most stringent demands for resilience

and looks.
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personalised architecture right down harmonious room concept right down to
to thee'entrance mat. the individually printed clean-off carpet.




Colour availability for performance insert and clean-off
The available colours cover the entire colour palette so
the floor covering can be perfectly matched.
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For an even more coordinated design, choose our colour anodised frames angds
um profiles — together with the available insert colours, they can be peff

to your entrance area. Choose from the elegant anodised ,-

ed
old, €33 mid-

bronze, C35 black and C31 stainless steel, perfe_c’_cly SUi d styles.
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The following products can be anodised in colour:
Aluminium profiles DIPLOMAT, MARSCHALL, PLAZA and TWINGUARD as well as T-profile, brush-strips, scraper-bars
and all aluminium installation frames of type 500

bL -."_:arpet insert in light-grey. Cassettebrush (CB) in black.
g :_um‘-i_)rpﬁles-anodized in C35 black. Aluminium profiles anodized in C35 black.

emco T-profile
Visual mat separation and visitor guidance

The T-profile acts as a visual separator and guide — it can also be used as
a design element and can link interior and exterior areas, for example.
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emco Service

We know how diverse project requirements can be. That’s why we are happy to work
with you to develop solutions for your project and offer many other practical services:
- telephone, digital and personal project guidance

« personal contact at www.emco-bau.com

« texts for invitation to tender at www.emco-bau.com

emco Bautechnik GmbH
Postfach 1860

D-49803 Lingen (Ems)
Germany

Tel. (+49) 591 9140 500
Fax (+49) 591 9140 852
bau@emco.de

Wwww.emco-bau.com A member of the

EN-855-410025-25.04 — Subject to technical modifications.
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